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How to configure SATATYA Device Monitor Application? 
 

 
 

                                     
 
 

 
 

 
 
 
 

 
 
 
 
 

SATATYA HVR 1624P SATATYA NVR 24P 

 

UDP/TCP Protocol 

Device Monitor Application Device Monitor is a Central Application which indicates the 

complete health status of all the SATATYA Devices configured. 

As this application is communicating using UDP/TCP Protocol, 

it requires very less bandwidth of only 1 kbps 



 
 
 
 

 
 
 
 

Go to Device Configuration 

Go to Network SettingsĀMonitor Client 



 
 
 
 

 

Click Enable Service 

Select the Protocol  



 
 
 
 

 

Enter the IP Address of the PC in which 

SATATYA Device Monitor is installed 

Do not change the Default Port 

Click Save to save the configuration 



 
 
 
 

 

Now, open Device Monitor Application 

Make sure that SATATYA Device Monitor Service is 

started. If not, it can be started from Services window 



 
 
 
 

 
 
 
 

This will open SATATYA Device Monitor 

The number of Total Devices, Online Devices, Offline Devices, Video Loss, 

Motion Detected, View Tampered and HDD Fault will be shown in the summary 

The device can be searched using its Name/IP Address 

The status of cameras connected with the device and the 

HDD will be shown according to the color code specified 



 
 
 
 

 
 
 
 

Click next to know status of the online devices 

Select the number of cameras whose 

status is to be viewed simultaneously 


